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Water-Data Report 2012
06259000 WIND RIVER BELOW BOYSEN RESERVOIR, WY

Big Horn Basin
Lower Wind Subbasin

LOCATION.--Lat 43°25'30”, long 108°10"42" referenced to North American Datum of 1927, in NW 4 SW % sec.9, T.5 N., R.6 E., Fremont County, WY,
Hydrologic Unit 10080005, on right bank 0.6 mi downstream from Boysen Dam and 13 mi north of Shoshoni.

DRAINAGE AREA.--7,701 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--May 1951 to current year.
REVISED RECORDS.--WSP 1709: Drainage area.

GAGE.--Water-stage recorder. Elevation of gage is 4,608.58 ft above NGVD of 1929. Bureau of Reclamation data collection platform with satellite
telemetry at station.

COOPERATION.--Station operated and data provided by Bureau of Reclamation from April 1998; record computed and reviewed by U.S. Geological Survey.

REMARKS --Records fair except for estimated daily discharges, which are poor. Flow regulated by Boysen Reservoir since October 1951. Natural flow also
affected by Bull Lake, Pilot Butte Reservoir, and several small reservoirs, combined capacity, 190,000 acre-ft, and diversions for irrigation upstream
from station. Quality of water data were collected and are available at http://waterdata.usgs.gov/usa/nwis/qw.

U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water
f Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 06259000, accessed at
Us. Geomglcal Survey http://wdr.water.usgs.gov/wy2012/pdfs/06259000.2012.pdf


http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=06259000&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY MEAN VALUES
[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 959 960 951 913 922 956 1,090 1,190 1,030 1,370 1,110 934
2 966 949 947 912 955 964 1,090 1,200 1,030 1,370 1,130 930
3 965 949 949 911 928 963 1,080 1,250 1,030 1,360 1,130 934
4 967 949 951 911 925 961 1,080 1,250 1,080 1,340 1,130 934
5 969 954 939 911 924 961 1,080 1,250 1,130 1,350 1,130 941
6 965 948 945 912 926 968 1,090 1,250 1,130 1,330 1,120 927
7 965 948 945 911 922 964 1,080 1,250 1,160 1,320 1,120 905
8 970 948 943 906 922 958 1,090 1,250 1,200 1,310 1,140 887
9 964 948 942 905 921 959 1,090 1,250 1,200 1,320 1,140 865
10 963 948 942 908 922 958 1,090 1,370 1,210 1,310 1,140 875
11 960 949 942 914 921 €960 1,080 1,540 1,210 1,310 1,150 867
12 960 949 941 904 921 955 1,090 1,250 1,220 1,270 1,140 869
13 962 948 936 900 920 956 1,090 1,250 1,220 1,200 1,140 868
14 963 949 933 896 920 957 1,090 1,250 1,210 1,200 1,140 861
15 964 954 933 898 929 955 1,080 1,250 1,220 1,190 1,130 838
16 955 949 932 895 938 960 1,080 1,240 1,220 1,150 1,110 842
17 954 949 932 889 939 964 1,080 1,230 1,220 1,130 1,110 843
18 944 953 932 885 939 968 1,080 1,230 1,240 1,130 1,080 833
19 945 953 932 883 943 966 1,070 1,220 1,270 1,120 1,070 833
20 958 947 931 882 938 961 1,080 1,210 1,290 1,070 1,100 823
21 959 951 936 876 937 953 1,080 1,190 1,320 1,080 1,050 783
22 959 953 927 880 943 957 1,080 1,170 1,340 1,070 1,030 773
23 960 954 926 872 957 949 1,080 1,190 1,340 1,100 1,020 765
24 962 953 924 874 956 943 1,080 1,170 1,330 1,100 1,020 752
25 963 956 922 868 957 943 1,090 1,130 1,330 1,090 1,020 e750
26 957 954 921 865 957 952 1,110 1,080 1,340 1,100 1,020 721
27 945 953 920 871 957 3,190 1,220 1,040 1,360 1,090 1,010 676
28 949 953 918 861 956 1,040 1,250 1,040 1,360 1,090 969 658
29 953 954 918 860 950 969 1,170 1,050 1,370 1,090 944 658
30 949 956 915 856 - 985 1,180 1,040 1,360 1,100 947 659
31 950 914 854 992 1,010 1,100 929
Total 29,724 28,538 28,939 27,583 27,145 32,087 33,020 37,290 36,970 37,160 33,419 24,804
Mean 959 951 934 890 936 1,035 1,101 1,203 1,232 1,199 1,078 827
Max 970 960 951 914 957 3,190 1,250 1,540 1,370 1,370 1,150 941
Min 944 947 914 854 920 943 1,070 1,010 1,030 1,070 929 658
Ac-ft 58,960 56,610 57,400 54,710 53,840 63,640 65500 73,960 73,330 73,710 66,290 49,200

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1951 - 2012, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 1,090 1,067 1,063 1,005 974 1,047 1,173 1,509 2,360 2,423 1,468 1,226
Max 2,846 2,086 2,005 2,208 2,202 2,035 2,259 4,314 7,252 8,816 2,789 2,502
(WY) (1983)  (1959)  (1959)  (1958)  (1958)  (1997)  (1998)  (1999)  (1991)  (1967)  (1997)  (1973)
Min 299 298 301 299 210 213 389 777 980 935 909 703
(Wy) (2003)  (2003)  (1989)  (1989)  (1952)  (1952)  (1952)  (1952)  (1992)  (1992)  (1992)  (2002)
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SUMMARY STATISTICS
Calendar Year 2011 Water Year 2012 Water Years 1951 - 2012

Annual total 684,930 376,679

Annual mean 1,877 1,029 1,359

Highest annual mean 2,349 1983
Lowest annual mean 603 2003
Highest daily mean 6,620 Jul 16 3,190 Mar 27 13,200 Jul 7, 1967
Lowest daily mean 764 Mar 8 658 Sep 284 4.7  Apr 3,1962
Annual seven-day minimum 794 Jan 21 696 Sep 24 106 Oct 12, 1951
Maximum peak flow 5,160 Mar 27 13,500 Jul 7, 1967
Maximum peak stage 8.64 Mar 27 13.35  Jul 7,1967
Annual runoff (ac-ft) 1,359,000 747,100 984,900

10 percent exceeds 4,680 1,250 2,160

50 percent exceeds 965 960 1,110

90 percent exceeds 804 886 520

a Also, September 29.
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