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Water-Data Report 2012
07225000 PAJARITO CREEK AT NEWKIRK, NM
Upper Canadian Basin
Upper Canadian-Ute Reservoir Subbasin
LOCATION.--Lat 35°04'20", long 104°14'48" referenced to North American Datum of 1983, Guadalupe County, NM, Hydrologic Unit 11080006, on
downstream side of bridge on U.S. Highway 66, about 1 mile east of Newkirk, NM.
DRAINAGE AREA.--55 miZ.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Water year 1954 - 1995, and 1999 to current year.
GAGE.--Automatic crest-stage gage with pressure transducer.
REMARKS .--Bridge
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 3,802 t3/s, June 24, 2010, gage height, 9.22 ft.

MAXIMUM PEAK DISCHARGE
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

Discharge Gage height
Discharge, qualification Gage height, qualification
Date in ft¥/s code in ft code
Aug 19, 2012 2,729 - 7.09 -
U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water

Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 07225000, accessed at

U.S. Geological Survey http://wdr.water.usgs.gov/wy2012/pdfs/07225000.2012.pdf
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