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Water-Data Report 2012

08050840 Range Creek near Collinsville, TX
Upper Trinity Basin
Elm Fork Trinity Subbasin

LOCATION.--Lat 33°31'34", long 96°48'25" referenced to North American Datum of 1927, Grayson County, TX, Hydrologic Unit 12030103, on downstream
left bank at Farm Road 902 bridge, 1.8 mi upstream from Case Creek, 2.5 mi downstream from Little Elm Creek, and 6.5 mi southeast of Post Office in
Collinsville.

DRAINAGE AREA.--29.2 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Oct. 1992 to current year.

PERIOD OF RECORD, Water-Quality.--
CHEMICAL DATA: Dec. 1992 to June 1995.
BIOCHEMICAL DATA: Dec. 1992 to June 1995.

GAGE.--Water-stage recorder. Datum of gage is 621.08 ft above NGVD of 1929. Satellite telemeter at station.
REMARKS .--Records good. No known regulation or diversions. No flow many days most years.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 35,300 ft3s, June 18, 2007, gage height 24.98 ft, from rating curve extended above 9,400 ft3s
on basis of slope-area measurement of peak flow; no flow many days most years.

PEAK DISCHARGES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 900 t3/s and (or) maximum (*):

Discharge  Gage height

Date Time (ft3/s) (ft)
Jan 25 1445 *2,670 *20.12
Mar 20 1300 2,200 19.48
U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water

Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 08050840, accessed at

U.S. Geological Survey http://wdr.water.usgs.gov/wy2012/pdfs/08050840.2012.pdf
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 0.00 0.00 0.00 0.00 4.5 0.11 14 0.00 0.00 0.00 0.00 0.00
2 0.00 0.00 0.00 0.00 37 005 10 0.00 0.00 0.00 0.00 0.00
3 0.00 0.00 0.00 0.00 4.2 002 025 0.00 0.00 0.00 0.00 0.00
4 0.00 000 30 000 24 001  0.03 0.00 0.00 0.00 0.00 0.00
5 0.00 0.00 120 0.00 10 0.00 0.10 0.00 0.00 0.00 0.00 0.00
6 0.00 0.00 17 0.00 5.4 0.00 0.15 0.00 7.5 0.00 0.00 0.00
1 0.00 0.00 2.8 0.00 3.8 0.00 0.00 0.00 138 0.00 0.00 0.00
8 0.00 0.00 0.06 0.00 31 0.00  0.00 000 35 0.00 0.00 0.00
9 0.00 0.00 0.00 0.00 25 0.00  0.00 0.00 6.8 0.00 0.00 0.00
10 0.00 0.00 0.00 84 29 001 10 0.00 3.0 0.00 0.00 0.00
n 0.00 0.00 0.00 27 4.0 11 1.8 0.00 1.2 0.00 0.00 0.00
12 0.00 0.00 0.00 6.2 3.5 14 1.2 0.00 1.6 0.00 0.00 0.00
13 0.00 0.00 0.00 21 3.1 6.3 0.45 0.00 0.51 0.00 0.00 0.00
14 0.00 0.00 0.00 0.51 4.8 4.2 0.07 0.00 0.00 0.00 0.00 0.00
15 0.00 000 37 0.03 5.0 31 0.00 0.00 0.00 0.00 0.00 0.00
16 0.00 000 128 0.00 3.6 25 0.00 0.00 0.00 0.00 0.00 0.00
11 0.00 0.00 12 0.00 3.1 1.9 0.00 0.00 0.00 0.00 0.00 0.00
18 0.00 0.00 4.2 0.00 4.0 1.6 0.00 0.00 0.00 0.00 0.00 0.00
19 0.00 0.00 5.7 0.00 23 24 0.00 0.00 0.00 0.00 0.00 0.00
20 0.00 000 61 000 12 1,360 0.00 0.00 0.00 0.00 0.00 0.00
21 0.00 0.00 9.3 0.00 6.4 138 0.00 0.00 0.00 0.00 0.00 0.00
2 0.00 0.28 3.6 0.00 4.3 26 0.00 0.00 0.00 0.00 0.00 0.00
23 0.00 18 11 0.00 3.3 14 0.00 0.00 0.00 0.00 0.00 0.00
24 0.00 0.00 0.00 0.77 2.2 8.9 0.00 0.00 0.00 0.00 0.00 0.00
25 0.00 0.00 0.00 1,570 1.4 6.2 0.00 0.00 0.00 0.00 0.00 0.00
26 0.00 0.00 000 313 11 45 0.00 0.00 0.00 0.00 0.00 0.00
27 0.00 0.00 0.00 62 0.99 3.4 0.00 0.00 0.00 0.00 0.00 0.00
28 0.00 0.00 0.00 18 0.74 26 0.00 0.00 0.00 0.00 0.00 0.00
29 0.00 0.00 0.00 9.5 0.25 21 0.00 0.00 0.00 0.00 0.00 0.00
30 0.00 0.00 0.00 6.7 --- 1.8 0.00 0.00 0.00 0.00 0.00 0.00

31 0.00 --- 0.00 5.4 --- 1.6 --- 0.00 --- 0.00 0.00 ---
Total 0.00 208 43176 210521 150.88 1,637.90  7.45 0.00 19361 0.00 0.00 0.00
Mean 0.00 0.07 13.9 67.9 5.20 52.8 0.25 0.00 6.45 0.00 0.00 0.00
Max 0.00 18 128 1,570 24 1,360 18 000 138 0.00 0.00 0.00
Min 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Ac-ft 0.00 4.1 856 4,180 299 3,250 15 0.00 384 0.00 0.00 0.00
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1993 - 2012, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 18.6 24.2 14.7 20.9 22.1 318 20.9 19.1 19.8 5.26 0.37 3.98

Max 187 204 66.0 108 118 111 81.0 104 232 50.8 4.72 49.7
(Wy) (2010)  (1997)  (1998)  (1998)  (2001)  (2002)  (2009)  (2009)  (2007)  (2007)  (1994)  (2010)
Min 0.00 0.00 0.00 0.00 0.00 000 0.01 0.00 0.00 0.00 0.00 0.00
(WY) (1993)  (1996)  (2004)  (2000)  (1996)  (2009)  (2003)  (1996)  (1996)  (1993)  (1993)  (1997)
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SUMMARY STATISTICS

Calendar Year 2011

Water Year 2012

Water Years 1993 - 2012

Annual total

Annual mean

Highest annual mean
Lowest annual mean
Highest daily mean
Lowest daily mean
Annual seven-day minimum
Maximum peak flow
Maximum peak stage
Annual runoff (ac-ft)
10 percent exceeds
50 percent exceeds
90 percent exceeds

1,384.29
3.79

264
0.00
0.00

2,750
2.8
0.00
0.00

May 2
Jan 2
Jan 2

4,528.89
12.4

1,570
0.00
0.00

2,670

20.12

8,980
5.8
0.00
0.00

Jan 25
Oct 1
Oct 1
Jan 25
Jan 25

16.8
38.3
1.88
5,200
0.00
, 0.00
135,300
42498
12,150
8.6
0.00
0.00

1997

1996
Jun 18, 2007
Oct 1,1992
Oct 1,1992
Jun 18, 2007
Jun 18, 2007

I From indirect measurement of peak flow.

a From floodmark.
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