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Water-Data Report 2012
10319900 South Fork Humboldt River Above Tenmile Creek Near Elko, NV
Humboldt Basin
South Fork Humboldt Subbasin
LOCATION.--Lat 40°37'38.99", long 115°43'49.88" referenced to North American Datum of 1983, in NE % SW % sec.25, T.32 N., R.55 E., Elko County, NV,
Hydrologic Unit 16040103, on right bank, 5 mi above South Fork Dam, and 19.5 mi southeast of Elko.
DRAINAGE AREA.--898 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Feb. 1989 to current year.
REVISED RECORDS.--NV-92-1:1991.
GAGE.--Water-stage recorder. Elevation of gage is 5,280 ft above National Geodetic Vertical Datum of 1929, from topographic map.
REMARKS.--Records fair except estimated daily discharges, which are poor.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 2,710 ft3/s, Jun. 03, 1995, gage height, 5.82 ft; minimum daily, 0.87 t3/s, Aug. 31,2012.
EXTREMES FOR CURRENT YEAR.--Maximum discharge, 227 ft3/s, May 17, gage height, 5.22 ft; minimum daily discharge, 0.87 ft3/s, Aug. 31.

U.S. Deparlmenl of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water
f Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 10319900, accessed at
Us. Geomglcal Survey http://wdr.water.usgs.gov/wy2012/pdfs/10319900.2012.pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY MEAN VALUES
[e. estimated; &, affected value]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 8.6 19 23 el6 25 e20 50 155 113 16 14 11

2 8.5 18 17 el6 e22 el9 46 158 131 15 1.2 11

3 8.7 18 16 el8 e21 el9 43 162 143 12 11 1.7

4 9.5 20 16 el8 e2l e2l 43 153 139 11 12 1.3

5 13 20 &15 el8 e2l 24 43 147 151 13 12 1.3

6 17 18 eld el9 e20 24 43 143 131 14 12 1.3

7 16 19 el3 e2l e20 23 40 139 116 13 1.2 1.3

8 17 19 el3 el5 e23 20 41 145 101 11 1.2 1.3

9 15 17 el3 el3 e23 21 38 165 94 7.5 13 14

10 14 17 el3 eld e24 22 39 190 85 6.4 13 15

11 14 17 el3 eld e26 23 48 190 7 4.8 14 15

12 13 19 el3 el5 &26 23 60 175 71 4.3 13 15

13 12 20 el3 el3 &25 24 63 172 69 4.0 1.2 15

14 13 21 el4d el4 &25 24 60 180 66 4.1 1.2 15

15 13 20 eld el5 &24 25 58 189 63 4.2 1.2 1.5

16 13 19 el3 el5 el9 27 55 174 58 4.3 11 15

17 13 19 el3 el3 el8 36 55 190 55 5.2 11 15

18 14 18 el3 17 e20 38 60 176 44 3.7 0.97 15

19 14 20 &16 19 el7 34 60 146 40 3.6 1.0 15

20 14 19 el3 21 e2l 29 58 144 43 3.3 11 1.6

21 14 20 el5 25 &24 33 67 153 42 3.2 1.0 1.6

22 14 20 el3 25 &25 49 86 162 37 3.1 1.0 1.6

23 15 19 el2 22 &26 69 106 154 33 2.7 1.00 1.8

24 15 19 14 e20 &24 61 127 131 28 2.7 0.98 2.0

25 15 19 14 22 &24 53 137 121 20 2.6 0.95 2.2

26 15 18 el5 24 e2l 55 164 134 15 25 0.95 2.9

27 15 17 el5 e22 &22 54 152 137 12 2.0 0.97 1.8

28 16 18 16 e2l &21 49 124 117 16 2.3 0.91 2.0

29 16 18 &20 22 e20 45 109 110 18 15 0.89 2.0

30 17 19 el8 &25 --- 45 111 103 18 15 0.89 19

31 18 el6 e2l 49 102 1.6 0.87

Total 430.3 564 456 573 648 1,058 2,186 4,717 2,029 186.1 34.28 48.2
Mean 13.9 18.8 14.7 18.5 22.3 34.1 72.9 152 67.6 6.00 111 1.61

Max 18 21 23 25 26 69 164 190 151 16 14 2.9

Min 8.5 17 12 13 17 19 38 102 12 15 0.87 1.1

Ac-ft 854 1,120 904 1,140 1,290 2,100 4,340 9,360 4,020 369 68 96
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1989 - 2012, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 11.2 17.7 18.8 27.5 43.2 86.9 163 433 471 117 15.1 6.61

Max 34.0 44.2 51.6 73.2 148 189 600 1,272 1,122 453 53.5 19.3
(WY) (1999)  (1999)  (2011)  (1997)  (1996)  (1996)  (2006)  (2005)  (2011) (2011)  (2011)  (1998)
Min 4.09 7.28 8.10 10.0 18.6 215 29.2 119 43.1 6.00 111 1.61
(Wy) (2002)  (2010)  (2009)  (1990)  (1994)  (1991)  (1991)  (1991)  (1992)  (2012) (2012)  (2012)
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SUMMARY STATISTICS

Calendar Year 2011 Water Year 2012 Water Years 1989 - 2012
Annual total 78,130.4 12,929.88
Annual mean 214 35.3 119
Highest annual mean 254 2005
Lowest annual mean 35.3 2012
Highest daily mean 1,740 Jun 16 190 May 10 2,130 May 29, 2005
Lowest daily mean 85 Oct 2 0.87 Aug 31 0.87 Aug 31, 2012
Annual seven-day minimum 8.8  Sep27 0.92 Aug 25 0.92 Aug 25, 2012
Maximum peak flow 227 May 17 2,710 Jun 3, 1995
Maximum peak stage 5.22 May 17 8.81 Jun 24,2011
Annual runoff (ac-ft) 155,000 25,650 86,030
10 percent exceeds 761 122 322
50 percent exceeds 50 18 26
90 percent exceeds 13 14 5.6
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