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Water-Data Report 2012 

12039005 HUMPTULIPS RIVER BELOW HIGHWAY 101, NEAR HUMPTULIPS, WA 
Washington Coastal Basin 

Grays Harbor Subbasin 

LOCATION.--Lat 47°13′54″, long 123°58′22″ referenced to North American Datum of 1927, in SE ¼ SW ¼ sec.7, T.22 N., R.10 W., Grays Harbor County, 
WA, Hydrologic Unit 17100105, on right bank at site of former bridge 0.6 mi downstream of Highway 101, 0.5 mi west of Humptulips, and at mile 22.9. 

DRAINAGE AREA.--132 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1933 to January 1935, July 1942 to September 1979, and July 2002 to current year. Published as "Humptulips River near 
Humptulips" (12039000) May 1933 to January 1935 and July 1942 to September 1979. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 90.00 ft above NGVD of 1929. May 1933, Jan. 1935, and July 1942 to Sept. 1979, at 
site 1.0 mi upstream at different datum. 

REMARKS.--No estimated daily discharges.  Records good except for flows above 8,000 ft³/s, which are poor. No regulation or diversion upstream of 
station. U.S. Geological Survey satellite telemeter at station. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--48 years (water years 1934, 1943-79, 2003-2012), 1,362 ft³/s, 140.19 in/yr, 986,700 acre-ft/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 41,600 ft³/s, Nov. 6, 2006, gage height, 25.87 ft estimated from rating curve extended above 
37,500 ft³/s; minimum discharge observed, 82 ft³/s, Sept. 11, 1944. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 10,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Nov 23 0645 11,500 17.86 
Dec 28 0430 *14,700 *19.07 
Jan   4 2015 10,400 17.43 
Jan 21 0845 10,600 17.48 

Mar 15 1515 10,500 17.44 

Minimum discharge, 118 ft³/s, Sept. 30, gage height, 9.43 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12039005&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 597 1,090 1,960 2,190 3,500 1,590 3,080 2,390 1,080 898 242 168 
2 509 989 1,680 2,030 2,740 1,520 2,740 2,020 1,150 736 238 165 
3 794 1,180 1,440 3,130 2,250 1,990 2,840 1,870 892 964 234 163 
4 802 981 1,250 5,420 1,910 2,230 2,650 1,770 774 1,120 229 161 
5 1,520 874 1,100 5,910 1,630 2,860 2,210 1,550 705 874 225 158 

6 1,230 786 982 3,270 1,410 2,570 1,870 1,350 654 738 221 155 
7 906 707 893 2,520 1,240 1,990 1,590 1,200 989 654 220 153 
8 741 719 817 2,120 1,270 1,640 1,390 1,120 1,600 596 219 152 
9 759 699 751 1,860 1,800 1,700 1,290 1,030 1,480 551 216 158 

10 715 673 697 1,610 2,090 3,140 1,270 928 1,140 515 210 197 

11 2,120 771 652 1,400 2,850 3,130 1,240 844 964 481 206 177 
12 2,310 1,070 605 1,240 2,680 3,250 1,180 778 869 454 203 161 
13 1,610 1,630 565 1,110 2,080 2,780 1,090 751 817 434 199 155 
14 1,210 1,370 534 1,090 1,770 2,520 991 769 728 415 197 151 
15 972 1,110 542 1,010 1,490 6,820 932 787 662 398 194 148 

16 822 1,150 501 916 1,320 5,740 1,150 741 626 382 191 144 
17 711 2,770 471 883 1,360 3,820 1,230 673 674 363 188 142 
18 633 2,120 467 845 2,750 2,820 1,250 613 749 351 187 141 
19 573 1,640 438 864 2,990 2,290 1,340 563 701 340 189 139 
20 548 1,330 423 1,390 2,230 2,300 2,760 546 622 329 184 137 

21 694 1,310 404 6,860 2,750 2,070 1,980 795 570 342 182 137 
22 1,770 5,360 386 3,910 6,950 1,830 1,600 1,390 543 323 180 137 
23 1,950 8,360 412 3,180 3,870 1,660 1,520 1,470 574 314 177 132 
24 1,320 4,250 516 3,180 2,900 1,450 1,430 1,330 583 301 174 130 
25 1,020 3,490 625 5,570 3,160 1,360 1,920 1,120 538 290 173 130 

26 865 2,730 857 4,780 2,520 1,510 2,740 971 496 281 173 127 
27 772 5,090 2,280 3,100 2,080 1,920 2,050 861 464 276 181 126 
28 978 4,000 11,200 2,370 1,800 3,150 1,710 789 443 266 174 125 
29 1,370 2,690 7,020 3,780 1,770 5,720 1,490 706 687 259 183 121 
30 1,270 2,420 4,380 5,070 --- 4,830 1,780 646 960 253 189 120 
31 1,350 --- 2,860 3,510 --- 3,470 --- 695 --- 248 173 --- 

Total 33,441 63,359 47,708 86,118 69,160 85,670 52,313 33,066 23,734 14,746 6,151 4,410 
Mean 1,079 2,112 1,539 2,778 2,385 2,764 1,744 1,067 791 476 198 147 
Max 2,310 8,360 11,200 6,860 6,950 6,820 3,080 2,390 1,600 1,120 242 197 
Min 509 673 386 845 1,240 1,360 932 546 443 248 173 120 
Ac-ft 66,330 125,700 94,630 170,800 137,200 169,900 103,800 65,590 47,080 29,250 12,200 8,750 
Cfsm 8.17 16.0 11.7 21.0 18.1 20.9 13.2 8.08 5.99 3.60 1.50 1.11 
In. 9.42 17.86 13.44 24.27 19.49 24.14 14.74 9.32 6.69 4.16 1.73 1.24 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1933 - 2012, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 1,100 2,249 2,698 2,738 2,166 1,883 1,331 830 486 326 241 391 
Max 3,195 5,542 5,646 5,750 4,799 3,814 2,257 1,731 1,009 751 552 1,250 
(WY) (2004) (2010) (1934) (1953) (1961) (1972) (1959) (1948) (2010) (1974) (1964) (1978) 
Min 123 599 1,031 614 681 830 617 365 208 151 108 134 
(WY) (2003) (1953) (2009) (1949) (2009) (1947) (1973) (2004) (2003) (1958) (1951) (1965) 
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SUMMARY STATISTICS 

 Calendar Year 2011 Water Year 2012 Water Years 1933 - 2012 
Annual total  550,840    519,876    
Annual mean  1,509    1,420    1,362   
Highest annual mean    1,878 1974  
Lowest annual mean    868 1944  
Highest daily mean  14,100 Jan 16   11,200 Dec 28   33,700 Jan   7, 2009  
Lowest daily mean  148 Sep 11   120 Sep 30   82 Sep 11, 1944  
Annual seven-day minimum  149 Sep 11   126 Sep 24   86 Sep   6, 1944  
Annual runoff (ac-ft)  1,093,000    1,031,000    986,700   
Annual runoff (cfsm)  11.4    10.8    10.3   
Annual runoff (inches)  155.24    146.51    140.19   
10 percent exceeds  3,350    3,110    3,110   
50 percent exceeds  981    980    798   
90 percent exceeds  200    181    182   
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