)

a USGS

science for a changing world

R\

Water-Data Report 2012
14302480 TRASK RIVER ABOVE CEDAR CREEK, NEAR TILLAMOOK, OR

Northern Oregon Coastal Basin
Wilson-Trask-Nestucca Subbasin

LOCATION.--Lat 45°26'47", long 123°42'33" referenced to North American Datum of 1927, in NW %4 SE % sec.30, T.1 S., R.8 W., Tillamook County, OR,
Hydrologic Unit 17100203, on right bank, 0.1 mi upstream from Cedar Creek, 6.8 mi east of Tillamook and at mile 10.95.

DRAINAGE AREA.--156 mi2, at Long Prairie Road bridge, 4.0 mi downstream, where all non-wading discharge measurements are made.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--April 1996 to current year.
GAGE.--Water-stage recorder. Elevation of gage is 70 ft above NGVD of 1929, from topographic map.

REMARKS.--No estimated daily discharges. Records poor. No regulation. Water diverted from J.W. Barney Reservoir (capacity, 20,000 acre-ft) on Middle
Fork of North Fork of Trask River into the headwaters of Tualatin River for municipal and industrial use and pollution abatement.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--16 years (water years 1997-2012), 987 ft3/s, 86.00 in/yr, 715,300 acre-ft/yr.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 22,500 ft3/s Nov. 25, 1999, gage height, 21.77 ft; minimum discharge, 49 ft3/s Sept. 11, 2007.

EXTREMES QUTSIDE PERIOD OF RECORD.--Flood of Feb. 8, 1996, reached a stage of 23.2 ft, from floodmark, discharge, 25,800 ft3/s, on basis of slope-area
measurement of peak flow.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 8,000 ft3/s and (or) maximum (*):

Discharge  Gage height

Date Time (ft3/s) (ft)
Nov 22 1500 8,030 14.27
Dec 30 0830 8,400 14.50

Jan19 1630 8,910 14.81
Mar 15 1530 *10,500 *15.72
Mar 30 0430 10,400 15.66

Minimum discharge, 70 ft3/s, Oct. 1, gage height, 5.75 ft.
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 72 249 1,140 2,740 1,970 1,280 4,170 1,180 589 378 143 97

2 74 233 1,020 2,060 1,600 1,190 3,390 1,260 584 353 141 95

3 100 319 913 1,680 1,360 1,270 2,820 1,860 549 385 139 95

4 95 276 828 1,510 1,190 1,330 2,390 2,440 547 347 134 94

5 134 271 759 1,610 1,060 1,660 2,060 2,100 584 319 129 92

6 125 253 700 1,450 959 1,880 1,770 1,700 534 299 128 90

7 109 229 650 1,320 886 1,560 1,550 1,420 668 281 127 89

8 105 211 613 1,190 859 1,330 1,390 1,230 738 267 127 87

9 106 200 581 1,090 868 1,210 1,270 1,090 739 253 126 88

10 141 184 550 1,030 815 1,230 1,190 993 677 241 125 95

1" 356 181 527 943 774 1,670 1,140 920 625 229 123 91

12 418 239 502 878 742 2,140 1,100 857 599 219 119 87

13 262 371 481 823 731 2,660 1,050 805 592 212 116 84

14 200 346 465 810 747 2,640 975 762 550 206 113 81

15 170 344 472 788 735 8,220 915 725 520 200 112 82

16 148 410 448 739 727 6,360 1,180 690 494 203 110 81

17 134 1,800 429 832 788 4,110 1,120 662 485 188 107 81

18 123 1,570 417 2,400 1,200 3,040 1,140 635 561 190 107 79

19 115 1,150 398 6,570 1,340 2,390 1,130 615 558 185 110 79

20 113 862 386 6,570 1,310 2,220 1,350 611 520 179 108 80

21 112 898 375 6,960 1,910 2,130 1,290 658 483 179 106 82

22 140 5,340 363 4,760 4,090 1,890 1,180 750 470 171 104 83

23 202 6,200 358 3,510 3,260 1,670 1,080 919 521 170 104 81

24 163 3,950 350 4,140 2,320 1,520 1,000 982 495 165 103 79

25 144 2,960 380 6,260 2,210 1,440 968 930 479 161 101 79

26 128 2,160 390 4,110 1,840 1,420 995 828 454 158 100 77

27 120 1,820 670 2,910 1,570 1,420 1,030 759 431 156 101 77

28 138 1,630 4,260 2,210 1,400 1,840 960 714 409 154 100 75

29 254 1,370 5,630 2,100 1,380 4,950 909 668 399 151 99 74

30 249 1,330 7,310 3,020 8,980 1,010 633 390 148 100 74

3 293 4,320 2,370 5,580 - 607 - 146 98

Total 5,043 37,356 36,685 79,373 40,641 82,230 43,522 31,003 16,244 6,893 3,560 2,528
Mean 163 1,245 1,183 2,560 1,401 2,653 1,451 1,000 541 222 115 84.3

Max 418 6,200 7,310 6,960 4,090 8,980 4,170 2,440 739 385 143 97

Min 72 181 350 739 727 1,190 909 607 390 146 98 74

Ac-ft 10,000 74,100 72,760 157,400 80,610 163,100 86,330 61,490 32,220 13,670 7,060 5,010

Cfsm 1.04 7.98 7.59 16.4 8.98 17.0 9.30 6.41 3.47 1.43 0.74 0.54
In. 1.20 8.91 8.75 18.93 9.69 19.61 10.38 7.39 3.87 1.64 0.85 0.60
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1997 - 2012, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 336 1,474 2,117 2,284 1,527 1,623 1,051 630 413 175 111 128

Max 1,688 3,332 4,157 3,940 4,345 2,658 1,939 1,000 873 254 243 475
(WY) (1998)  (2007)  (1997)  (2006)  (1999)  (2003) (2011) (2012)  (2010) (1997)  (2004)  (2004)
Min 65.5 333 849 570 435 673 538 307 163 106 71.5 58.2
(WY) (2003)  (2003)  (2001)  (2001)  (2005)  (2001)  (2000)  (2007)  (2007)  (2003)  (2003)  (2007)
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SUMMARY STATISTICS

Calendar Year 2011 Water Year 2012 Water Years 1997 - 2012
Annual total 354,765 385,078
Annual mean 972 1,052 987
Highest annual mean 1,449 1999
Lowest annual mean 461 2001
Highest daily mean 11,600 Jan 16 8,980 Mar 30 17,300 Nov 25, 1999
Lowest daily mean 70 Sep 12 72 Oct 1 51 Sep 10, 2007
Annual seven-day minimum 72 Sep 8 76 Sep 24 54 Sep 7, 2007
Annual runoff (ac-ft) 703,700 763,800 715,300
Annual runoff (cfsm) 6.23 6.74 6.33
Annual runoff (inches) 84.60 91.83 86.00
10 percent exceeds 2,480 2,390 2,390
50 percent exceeds 490 609 530
90 percent exceeds 95 100 88
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