
 

U.S. Department of the Interior 
U.S. Geological Survey 

Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water 
Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 212333157580101, 

accessed at http://wdr.water.usgs.gov/wy2012/pdfs/212333157580101.2012.pdf 

Water-Data Report 2012 

212333157580101 Kaluaoopu Springs, Oahu, HI 
 

LOCATION.--Lat 21°23'21.6", long 157°57'50.2" referenced to North American Datum of 1983, Honolulu County, HI, Hydrologic Unit 20060000, at concrete 
bridge on bikeway, 700 ft west of No. 1 generator in the Hawaiian Electric Co. power plant. Measures the combined flow from the watercress fields 
and freeway storm drain. 

WATER-QUALITY RECORDS 

REMARKS.--Pearl Harbor Springs measurements. 

 
WATER-QUALITY DATA 

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 
[ft³/s, cubic feet per second; mg/L, milligrams per liter; °C, degrees Celsius; µS/cm, microsiemens per centimeter] 

Date 
 

Sample 
start time 

 

Discharge, 
instantaneous, 

ft³/s 
(00061) 

Specific  
conductance, 

water, unfiltered, 
µS/cm at 25°C 

(00095) 

Temperature, 
water, 

°C 
(00010) 

Chloride, water, 
unfiltered, mg/L 

(99220) 
August 16, 2012 0820 7.2 994 21.4 260 
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