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Water-Data Report 2013
03065000 DRY FORK AT HENDRICKS, WV

Monongahela Basin
Cheat Subbasin

LOCATION.--Lat 39°04'20", long 79°37'23" referenced to North American Datum of 1927, Tucker County, WV, Hydrologic Unit 05020004, on right bank at
Hendricks, and at mile 0.4.

DRAINAGE AREA.--343 mi2.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--October 1940 to September 1993 (daily discharge and peaks), October 1993 to September 1995 (daily mean gage height and annual
maxima), October 1995 to current year (daily discharge and peaks). Published as Dry Fork River at Hendricks, water years 1949-52.

REVISED RECORDS .--WDR WV-97-1: Drainage area.

GAGE.--Water-stage recorder with satellite telemeter. Datum of gage is 1,699.26 ft above NAVD 88 (1,699.70 ft above NGVD 29, 1,698.76 ft above COE
12). Prior to Dec. 21, 1941, nonrecording gage at same site and datum.

REMARKS --Records good except those for periods of estimated daily discharges, which are poor.
EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 7,800 ft3/s and (or) maximum (*):

Discharge  Gage height

Date Time (ft3/s) (ft)
Jan16 1600 9,190 6.55
Jan31 0530 *13,400 *7.89
Jun 13 2015 8,860 6.44

Aug 29 0415 13,100 7.78

Minimum discharge, 62 ft3/s, Sept. 30, gage height, 1.77 ft.

U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water
f Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 03065000, accessed at
U.S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/03065000.2013.pdf


http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03065000

03065000 DRY FORK AT HENDRICKS, WV—Continued

Water-Data Report 2013

DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

DAILY MEAN VALUES
[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 146 744 217 542 3,720 546 3,310 576 153 474 193 970

2 165 770 219 498 1,850 477 2,560 477 164 408 184 734

3 363 781 676 375 1,380 430 1,670 417 260 296 159 901

4 249 766 686 379 1,020 393 1,240 370 237 238 173 615

5 185 812 604 €380 894 368 1,040 333 164 198 142 457

6 155 788 491 399 769 474 1,190 300 149 178 113 363

1 138 784 461 370 634 434 1,400 1,210 453 148 121 297

8 135 721 591 286 640 394 2,550 5,680 622 196 243 250

9 212 669 1,560 402 667 352 3,510 3,380 420 194 912 216

10 243 829 2,380 826 614 569 3,340 2,060 411 167 936 189

1" 209 1,910 2,390 1,450 1,050 1,330 2,200 2,920 880 155 661 165

12 172 4,570 1,610 4,630 2,220 4,460 2,810 2,600 620 818 404 398

13 149 4,860 1,150 3,830 1,540 3,220 1,930 1,690 4,610 946 1,390 363

14 133 2,190 894 2,670 1,160 1,790 1,320 1,210 5,700 596 1,410 281

15 126 1,390 733 3,250 924 1,270 1,030 931 2,330 380 804 213

16 122 1,010 638 7,360 791 1,280 851 752 1,310 277 545 177

17 115 781 568 4,750 653 2,750 970 655 922 501 387 162

18 106 638 709 2,260 579 2,160 867 527 722 766 334 137

19 160 542 788 1,440 616 1,960 934 488 755 1,130 444 120

20 198 484 723 1,080 530 2,040 2,090 409 538 1,220 346 108

21 153 446 1,670 848 450 1,550 1,420 471 408 953 358 115

22 126 400 1,470 664 432 1,160 1,060 374 329 930 575 307

23 114 369 1,120 486 451 940 842 363 276 1,240 1,130 265

24 106 437 939 €430 561 810 708 350 237 1,110 1,190 168

25 100 354 1,080 e420 531 755 675 402 303 773 670 129

26 94 304 1,140 €420 516 661 541 318 264 545 457 109

27 89 289 1,000 e410 569 572 450 273 375 404 365 93

28 90 276 797 586 602 500 418 254 710 367 4,070 80

29 313 245 717 3,060 --- 458 479 229 1,020 311 10,000 70

30 699 213 636 3,070 --- 516 621 198 577 234 3,060 65

3 669 506 9,710 991 176 191 1,480

Total 6,034 29,372 29,163 57,281 26,363 35610 44,026 30,393 25919 16,344 33256 8,517

Mean 195 979 941 1,848 942 1,149 1,468 980 864 527 1,073 284

Max 699 4,860 2,390 9,710 3,720 4,460 3,510 5,680 5,700 1,240 10,000 970

Min 89 213 217 286 432 352 418 176 149 148 113 65

Cfsm 0.56 2.81 2.70 5.29 2.70 3.29 4.20 2.81 2.48 151 3.07 0.81
In. 0.64 3.13 311 6.11 2.81 3.80 4.69 3.24 2.76 1.74 3.54 0.91
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1941 - 2013, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 368 681 963 1,050 1,179 1,554 1,220 945 544 393 331 266

Max 1,704 4,165 2,224 2,545 2,688 3,736 2,914 3,543 1,737 1,796 1,266 1,316
(WY) (1977)  (1986)  (1973)  (1996)  (1956)  (1963)  (1958)  (1996)  (1974)  (1996)  (1956)  (1996)
Min 13.8 35.0 242 174 227 579 373 236 67.3 321 23.7 116
(WY) (1954)  (1954)  (2002)  (1977) (1978)  (2006)  (1946)  (1970)  (1991)  (1993)  (1957)  (1946)
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SUMMARY STATISTICS
Calendar Year 2012 Water Year 2013 Water Years 1941 - 2013
Annual total 254,821 342,278
Annual mean 696 938 789
Highest annual mean 1,435 1996
Lowest annual mean 510 1959
Highest daily mean 8,320 Mar 1 10,000 Aug 29 34,000 Nov 5, 1985
Lowest daily mean 20 Sep 1 65 Sep 30 24 Sep 1,19932
Annual seven-day minimum 29 Aug 27 102 Sep 24 3.5 Aug 28,1993
Maximum peak flow 13,400 Jan 31 b100,000 Nov 5,
1985
Maximum peak stage 7.89 Jan 3l €20.74Nov 5, 1985
Instantaneous low flow 62 Sep 30 2.2 Sep 1,1993
Annual runoff (cfsm) 1.99 2.69 2.26
Annual runoff (inches) 27.16 36.48 30.71
10 percent exceeds 1,560 2,190 1,840
50 percent exceeds 478 568 435
90 percent exceeds 65 160 65

a Also Sept. 2, 1993.

b From rating curve extended above 47,000 ft3/s on basis of slope-area measurement of peak flow, highest since 1888.

C From floodmarks.
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