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Water-Data Report 2013 

04164010 North Branch Clinton River at Almont, MI 
St. Clair-Detroit Basin 

Clinton Subbasin 

LOCATION.--Lat 42°54′59″, long 83°02′42″ referenced to North American Datum of 1927, in NE ¼ sec.28, T.6 N., R.12 E., Lapeer County, MI, Hydrologic 
Unit 04090003, at State Highway 53 in Almont. 

DRAINAGE AREA.--9.56 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Water years 1959-62 (operated as a low-flow and crest-stage partial-record station), October 1962 to September 1968 (operated as 
a continuous-record gaging station), 1969 to September 2013 (discontinued). 

GAGE.--Crest-stage gage. Datum of gage is 824.08 ft above NGVD 29. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 1,500 ft³/s, Aug. 9, 2009, gage height, 11.46 ft, from rating curve extended above 500 ft³/s on 
basis of Flood Insurance Study of 1978 and HEC-RAS model numbers provided by Michigan Department of Natural Resources and Environment; 
minimum daily discharge (water years 1963-68), 0.20 ft³/s, July 27-30, 1964. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

Jan 30, 2013 453 --- 6.70 --- 
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