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06452290 EAST FORK PLATTE CREEK NEAR AURORA CENTER, SD 
Fort Randall Reservoir Basin 

Fort Randall Reservoir Subbasin 

LOCATION.--Lat 43°33′36″, long 98°36′58″ referenced to North American Datum of 1927, in SE ¼ NE ¼ SE ¼ sec.9, T.101 N., R.65 W., Aurora County, SD, 
Hydrologic Unit 10140101, on left bank at downstream end of culvert on county road, 1.2 mi west and 2.2 mi north of Aurora Center, and 0.6 mi 
upstream of Laffey Lake. 

DRAINAGE AREA.--14.2 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1999-present. 

REVISED RECORDS.--WDR SD-10-1: Drainage area. 

GAGE.--Partial-record crest-stage gage. Elevation of gage is 1,605 ft above NGVD of 1929, from topographic map. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 526 ft³/s, Jun. 10, 2004, gage height, 6.33 ft; maximum gage height, 6.63 ft, Jun. 14, 2010 
(backwater). 

REVISIONS.--The maximum discharge for the water year 2011 has been revised to 293 ft³/s, June 22, 2011, gage height, 6.03 ft. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

Jun 22, 2011 293 2 6.03 --- 
Feb 17, 2011 --- --- 6.03 1 

Discharge qualification code: 
2 - Discharge is an estimate 

Gage height qualification code: 
1 - Gage height affected by backwater 

 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

Jun 23, 2013 36 --- 4.90 --- 
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