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0680737930 Elm Creek near Jacksonville, IA 
Missouri-Nishnabotna Basin 
West Nishnabotna Subbasin 

LOCATION.--Lat 41°38′44″, long 95°12′18″ referenced to North American Datum of 1927, in NE ¼ NW ¼ NW ¼ sec.19, T.79 N., R.37 W., Shelby County, 
IA, Hydrologic Unit 10240002, at culvert on State Highway 44, 2.8 mi west of Jacksonville. 

DRAINAGE AREA.--9.43 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Annual maximum discharge, water years 1990 to current year. 

GAGE.--Crest-stage gage. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 3,140 ft³/s, May 23, 2004, gage height, 98.47 ft. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

2013 500 4,B --- 4 
Discharge qualification codes: 

4 - Discharge less than indicated value, which is minimum recordable 
discharge at this site 

B - Month or day of occurrence is unknown or not exact 
Gage height qualification code: 

4 - Gage height below minimum recordable elevation 
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