
 

U.S. Department of the Interior 
U.S. Geological Survey 

Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water 
Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 06894250, accessed at 

http://wdr.water.usgs.gov/wy2013/pdfs/06894250.2013.pdf 

Water-Data Report 2013 

06894250 NEW HOPE CREEK NEAR HOLT, MO 
Lower Missouri Basin 

Crooked Subbasin 

LOCATION.--Lat 39°27′29″, long 94°18′22″ referenced to North American Datum of 1927, in SW ¼ sec.30, T.54 N., R.30 W., Clinton County, MO, 
Hydrologic Unit 10300101, on downstream side of bridge on State Highway PP, 2 miles east of Holt. 

DRAINAGE AREA.--6.79 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1997 to current year. 

REVISED RECORDS.--WDR US-2008: 1998, 2002, 2005, 2006(M); WDR US-2009: 2000, 2001, 2004, 2007, 2008(M); WDR US-2012: 1997, 2003(M). 

REMARKS.--Slope 28.6 ft/mi. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

2013 1,930 4,B 10.76 --- 
Discharge qualification codes: 

4 - Discharge less than indicated value, which is minimum recordable 
discharge at this site 

B - Month or day of occurrence is unknown or not exact 
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