ZUSGS

science for a changing world

Water-Data Report 2013
07379090 N BRANCH WARD CREEK @ GOODWOOD BLVD. @ B. R. LA.

Lake Maurepas Basin
Amite Subbasin

LOCATION.--Lat 30°26'34", long 91°05'27" referenced to North American Datum of 1927, East Baton Rouge Parish, LA, Hydrologic Unit 08070202, at
bridge on Goodwood Blvd. Station can be reached by starting at the junciton of U.S. 61 (Airline Hwy.) and Goodwood Blvd. in Baton Rouge. Drive
west 700 ft on Goodwood Blvd. to reach gage

DRAINAGE AREA.--Not determined.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Oct. 1966 to 1992 as a flood profile gage, 1993 to current.
GAGE.--Two-inch galvanized pipe equipped with redwood stick. Datum of gage NGVD of 1929.
COOPERATION.--East Baton Rouge Parish Department of Public Works.
EXTREMES FOR PERIOD OF RECORD.--Maximum gage height, 40.91 ft., Oct 1, 1975, discharge not determined.

MAXIMUM PEAK DISCHARGE
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

Discharge Gage height Peak gage
Discharge, qualification Gage height, qualification  Peak gage height height, Peak gage height
Date in fté/s code in ft code date in ft qualification code
2013 Unknown - - Sep 21, 2013 37.93 ---
U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water

f Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 07379090, accessed at
U.S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/07379090.2013.pdf
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