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Water-Data Report 2013 

08106350 Little River near Rockdale, TX 
Little Basin 

Little Subbasin 

LOCATION.--Lat 30°45′38″, long 97°00′49″ referenced to North American Datum of 1927, Milam County, TX, Hydrologic Unit 12070204, on right bank 
downstream from Alcoa pumping station, 200 ft downstream from mouth of San Gabriel River, and 6.8 mi north of Rockdale. 

DRAINAGE AREA.--6,959 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Feb. 1981 to current year (daily mean discharges less than 1,000 ft³/s). 

GAGE.--Water-stage recorder. Datum of gage is 299.12 ft above NGVD of 1929. Satellite telemeter at station. 

REMARKS.--Records poor. Since installation of gage at least 10% of contributing drainage area has been regulated. There are numerous diversions for 
irrigation and municipal supply above station. The Aluminum Company of America diverts water from Little River to their plant reservoir. Some records 
listed in the "Period of Record" for surface water and water quality may not be available electronically. 

EXTREMES FOR PERIOD OF RECORD.--Maximum gage height, 38.34 ft, Dec. 21, 1991 (maximum discharge not determined); minimum daily discharge 13.0 
ft³/s May 9, 1984. 

EXTREMES FOR CURRENT YEAR.--Maximum gage height, 15.28 ft, Jan. 10 (maximum discharge not determined); minimum discharge, 23 ft³/s, Jul. 4-5, 
gage height, 3.76 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=08106350


 Water-Data Report 2013 

 08106350 Little River near Rockdale, TX—Continued 

— 2 — 

DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 780 68 112 128 142 88 94 59 163 32 340 308 
2 308 67 112 116 140 77 95 71 140 34 330 304 
3 196 78 88 97 137 86 254 89 111 30 322 291 
4 154 98 81 120 119 92 486 82 104 25 317 280 
5 141 83 83 130 115 76 418 80 93 28 313 292 

6 140 64 78 132 113 77 258 80 89 27 311 309 
7 124 65 78 140 113 73 180 58 78 29 310 289 
8 93 61 80 140 124 91 148 43 73 27 315 277 
9 82 73 79 610 142 107 136 67 68 29 344 259 

10 80 94 78 --- 135 225 129 96 73 48 357 251 

11 86 93 79 --- 335 678 113 363 84 44 358 266 
12 95 76 80 593 316 392 160 548 95 242 345 283 
13 139 60 79 370 203 206 142 283 75 327 330 291 
14 181 59 82 290 164 130 105 196 65 348 333 310 
15 151 75 83 245 130 110 113 140 58 395 361 310 

16 150 84 92 215 114 94 116 125 50 959 512 308 
17 140 61 93 177 105 87 107 611 52 986 395 294 
18 127 61 98 155 101 81 106 338 51 866 337 285 
19 105 78 94 147 110 86 101 194 87 591 301 302 
20 82 96 85 142 122 101 133 135 178 450 276 343 

21 89 98 77 140 105 129 134 99 110 336 278 516 
22 112 95 75 136 91 121 91 117 76 267 273 754 
23 112 74 99 135 90 128 68 498 57 212 246 286 
24 86 58 115 131 94 113 61 206 52 194 301 175 
25 71 58 115 130 112 102 59 178 45 184 292 125 

26 88 57 93 126 116 97 66 623 46 174 267 107 
27 103 62 80 126 115 79 64 523 39 166 251 119 
28 100 64 81 139 112 64 64 346 38 398 283 116 
29 74 70 101 e171 --- 64 67 241 35 459 308 746 
30 69 100 117 152 --- 79 64 192 34 392 318 --- 
31 69 --- 119 143 --- 93 --- 182 --- 359 309 --- 

Total 4,327 2,230 2,806 --- 3,815 4,026 4,132 6,863 2,319 8,658 9,933 --- 
Mean 140 74.3 90.5 --- 136 130 138 221 77.3 279 320 --- 
Max 780 100 119 --- 335 678 486 623 178 986 512 --- 
Min 69 57 75 --- 90 64 59 43 34 25 246 --- 
Ac-ft 8,580 4,420 5,570 --- 7,570 7,990 8,200 13,610 4,600 17,170 19,700 --- 

 


