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Water-Data Report 2013 

10340500 Prosser Creek below Prosser Creek Dam, near Truckee, CA 
Pyramid and Winnemucca Lakes Basin 

LOCATION.--Lat 39°22′24″, long 120°07′50″ referenced to North American Datum of 1927, in NW ¼ NE ¼ sec.31, T.18 N., R.17 E., Nevada County, CA, 
Hydrologic Unit 16050102, on left bank, 300 ft downstream from Station Creek, 0.5 mi downstream from Prosser Creek Dam, 0.9 mi upstream from 
mouth, and 4.2 mi northeast of Truckee. 

DRAINAGE AREA.--52.9 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1902 to June 1903 (gage heights only), October 1942 to December 1950, June 1951 to current year. Prior to October 1976, 
published as "near Boca." Monthly discharge only for October 1942 to December 1950 published in WSP 1734; daily discharge in files of  
U.S. Geological Survey. Records for April 1889 to November 1890, published in the 11th and 12th Annual Reports, Part 2, have been found to be 
unreliable and should not be used. 
WATER TEMPERATURE: Water years 1993-98. 

REVISED RECORDS.--WDR CA-79-3: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 5,602.31 ft above NGVD of 1929 (levels by U.S. Bureau of Reclamation). See WSP 2127 for history of 
changes prior to September 1956. October 1956 to May 1976, water-stage recorder at site 0.8 mi downstream at datum 29.69 ft lower. 

REMARKS.--Records good. Flow regulated by Prosser Creek Reservoir (station 10340300) since Jan. 30, 1963. See schematic diagram of Truckee River 
Basin available from the California Water Science Center. 

EXTREMES FOR PERIOD OF RECORD.--Water years 1943-63, prior to construction of Prosser Creek Dam, maximum discharge, 4,560 ft³/s, Dec. 23, 1955, 
gage height, 10.13 ft, present datum, from rating curve extended above 910 ft³/s, on basis of slope-area measurement of peak flow, maximum gage 
height, 11.0 ft, from floodmarks, present datum, Nov. 20, 1950; minimum discharge, 0.4 ft³/s, July 18, 1961, result of work on dam upstream. 
Maximum discharge since construction of Prosser Creek Dam in 1963, 2,030 ft³/s, Jan. 3, 1997, gage height, 6.72 ft, from rating curve extended above 

880 ft³/s, on basis of valve setting at Prosser Creek Dam; minimum daily, 0.02 ft³/s, Jan. 2, 1975, result of temporary closing of Prosser Creek Dam 
for spillway maintenance. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=10340500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 67 11 42 26 44 44 115 37 99 52 25 26 
2 67 11 98 26 44 44 115 61 99 37 25 26 
3 68 11 410 35 44 44 115 78 99 27 25 26 
4 70 11 500 48 44 44 115 78 99 25 25 26 
5 69 11 431 48 44 44 115 78 91 25 25 26 

6 71 11 357 48 44 44 115 79 74 25 25 26 
7 72 11 284 48 44 44 115 79 75 25 25 26 
8 70 11 197 48 44 44 115 78 75 17 25 26 
9 70 11 126 48 44 44 115 78 74 11 25 26 

10 70 11 86 48 43 44 114 78 75 11 25 25 

11 69 11 75 48 44 44 114 78 70 19 25 25 
12 68 11 76 48 43 44 94 79 58 25 25 25 
13 67 11 75 48 43 44 77 66 44 24 24 25 
14 66 11 55 48 43 48 78 55 36 24 25 24 
15 67 15 40 48 43 63 78 55 36 24 24 24 

16 67 26 40 49 43 63 77 55 36 24 24 24 
17 67 26 47 49 43 63 78 61 33 24 24 24 
18 64 26 56 49 43 63 77 81 30 24 24 24 
19 57 40 56 49 43 80 77 81 29 25 24 23 
20 55 53 56 49 43 117 77 82 26 24 24 23 

21 55 53 56 49 43 116 77 82 26 25 24 23 
22 53 53 57 49 44 116 77 87 26 25 24 23 
23 41 53 57 49 44 117 77 99 26 25 24 23 
24 35 52 57 45 44 116 77 99 25 25 24 23 
25 33 52 57 43 44 116 77 99 26 25 24 23 

26 21 51 57 43 44 116 77 99 35 25 25 23 
27 11 50 42 44 44 115 77 99 58 25 25 23 
28 11 51 26 44 44 115 65 99 58 25 25 23 
29 11 52 26 44 --- 115 37 99 58 25 25 23 
30 11 60 26 44 --- 114 37 99 58 25 26 23 
31 11 --- 26 44 --- 115 --- 99 --- 25 26 --- 

Total 1,634 867 3,594 1,406 1,221 2,340 2,654 2,477 1,654 767 765 730 
Mean 52.7 28.9 116 45.4 43.6 75.5 88.5 79.9 55.1 24.7 24.7 24.3 
Max 72 60 500 49 44 117 115 99 99 52 26 26 
Min 11 11 26 26 43 44 37 37 25 11 24 23 
Ac-ft 3,240 1,720 7,130 2,790 2,420 4,640 5,260 4,910 3,280 1,520 1,520 1,450 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1943 - 1962, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 13.1 34.5 47.9 36.1 45.1 75.4 203 261 157 48.5 12.1 8.45 
Max 22.4 268 321 155 89.7 175 406 669 395 176 44.5 19.6 
(WY) (1946) (1951) (1956) (1956) (1943) (1943) (1952) (1952) (1952) (1952) (1952) (1952) 
Min 6.63 8.62 9.81 10.0 11.0 20.0 94.5 106 55.9 10.0 3.79 3.90 
(WY) (1961) (1960) (1960) (1948) (1948) (1948) (1955) (1959) (1947) (1961) (1961) (1947) 
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SUMMARY STATISTICS 

 Water Years 1943 - 1962 

Annual mean  76.8   
Highest annual mean  162 1952  
Lowest annual mean  38.1 1961  
Highest daily mean  3,490 Dec 23, 1955  
Lowest daily mean  2.7 Aug 24, 1961  
Annual seven-day minimum  3.1 Aug 19, 1947  
Maximum peak flow  4,560 Dec 23, 1955  
Maximum peak stage  11.00 Nov 20, 1950  
Annual runoff (ac-ft)  55,620   
10 percent exceeds  212   
50 percent exceeds  27   
90 percent exceeds  7.0   

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1964 - 2013, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 85.9 36.0 54.5 72.3 66.8 110 121 188 111 64.3 53.0 101 
Max 282 214 361 564 397 371 372 545 494 190 151 477 
(WY) (1983) (1982) (1965) (1997) (1986) (1986) (1969) (1983) (1983) (2011) (1995) (1983) 
Min 5.41 6.84 5.32 7.96 17.5 26.2 21.7 17.2 8.39 6.33 2.55 1.96 
(WY) (1989) (1989) (1989) (1989) (1991) (2005) (1977) (1985) (1966) (1966) (1994) (1992) 

 
SUMMARY STATISTICS 

 Calendar Year 2012 Water Year 2013 Water Years 1964 - 2013 
Annual total  22,058    20,109    
Annual mean  60.3    55.1    88.8   
Highest annual mean    214 1983  
Lowest annual mean    24.4 1977  
Highest daily mean  500 Dec   4   500 Dec   4   1,810 Jan   4, 2006  
Lowest daily mean  11 Jan   1   11 Oct 27   0.02 Jan   2, 1975  
Annual seven-day minimum  11 Oct 27   11 Oct 27   0.30 Apr 13, 1977  
Maximum peak flow   518 Dec   3   2,030 Jan   3, 1997  
Maximum peak stage   4.81 Dec   3   6.72 Jan   3, 1997  
Annual runoff (ac-ft)  43,750    39,890    64,310   
10 percent exceeds  104    99    196   
50 percent exceeds  54    44    51   
90 percent exceeds  12    23    10   
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