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Water-Data Report 2013 

11325500 Mokelumne River at Woodbridge, CA 
San Joaquin River Basin 

LOCATION.--Lat 38°09′31″, long 121°18′09″ referenced to North American Datum of 1927, in NW ¼ NE ¼ sec.34, T.4 N., R.6 E., San Joaquin County, CA, 
Hydrologic Unit 18040005, on right bank at Woodbridge, 0.4 mi downstream from County Highway Bridge, and 0.5 mi downstream from dam and canal 
intake of Woodbridge Irrigation District. 

DRAINAGE AREA.--661 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1924 to September 1994 (low-flow records only 1924-25), October 1996 to current year. 
CHEMICAL DATA: Water years 1951-94. 
SPECIFIC CONDUCTANCE: Water years 1952-58, 1975-77. 
WATER TEMPERATURE: Water years 1951-58, 1961-86. 
SEDIMENT: Water years 1975-94. 

REVISED RECORDS.--WSP 1930: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 14.9 ft above NGVD of 1929 (levels by East Bay Municipal Utility District). See WSP 2130 for history of 
changes prior to July 26, 1968. 

COOPERATION.--Records were collected by East Bay Municipal Utility District, under general supervision of the U.S. Geological Survey, in connection with 
Federal Energy Regulatory Commission project no. 2916. 

REMARKS.--Concerning regulation and diversions see REMARKS for Mokelumne River below Camanche Dam (station 11323500). Between Woodbridge 
and Camanche Dam there are many additional diversions for irrigation, including Woodbridge Canal (station 11325000). See schematic diagram of 
Mokelumne River Basin available from the California Water Science Center. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 27,000 ft³/s, Nov. 22, 1950, gage height, 29.58 ft, from rating curve extended above  
6,200 ft³/s, on basis of contracted-opening measurement of peak flow; minimum daily, 0.23 ft³/s, Nov. 15, 1977. 
Maximum discharge since construction of Camanche Dam in 1963, 5,340 ft³/s, Mar. 8, 1986, gage height, 23.19 ft, maximum gage height, 23.31 ft, 

Jan. 9, 1997. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=11325500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 111 218 631 453 435 157 203 170 59 42 40 34 
2 107 175 794 444 514 159 186 169 41 42 39 40 
3 108 172 692 452 276 166 172 169 41 36 37 46 
4 106 178 603 443 258 164 234 169 38 36 35 38 
5 115 178 580 454 216 174 181 170 38 38 36 32 

6 110 305 530 511 209 180 172 169 37 41 38 34 
7 110 268 465 471 204 154 177 167 39 45 35 32 
8 137 224 409 455 204 159 186 168 37 46 35 32 
9 437 186 352 443 202 154 169 168 38 37 33 33 

10 331 179 287 443 199 153 168 170 37 34 35 33 

11 286 177 237 428 199 157 167 170 36 37 34 33 
12 176 170 207 355 198 146 169 171 36 36 34 34 
13 115 173 190 259 199 142 167 172 37 37 33 33 
14 113 176 192 211 201 128 167 167 37 42 34 34 
15 133 170 198 195 184 122 170 167 40 44 34 34 

16 299 176 188 196 194 125 167 171 41 48 37 35 
17 265 205 194 188 199 128 168 169 73 45 40 33 
18 224 203 188 195 194 128 167 182 40 43 38 33 
19 172 178 182 191 179 123 167 172 37 32 40 33 
20 109 170 186 190 174 183 169 166 36 36 37 34 

21 110 205 372 188 137 133 171 164 35 37 37 53 
22 184 176 446 189 133 119 171 164 34 40 37 70 
23 311 175 457 189 124 118 170 166 34 38 42 56 
24 274 176 440 191 135 118 167 165 36 37 36 38 
25 215 181 438 187 147 119 168 166 37 37 37 34 

26 170 175 450 189 120 121 168 168 35 39 43 34 
27 121 172 436 180 150 119 168 170 34 40 37 34 
28 123 208 460 193 149 120 169 169 33 47 33 36 
29 125 177 457 182 --- 121 170 162 37 52 34 42 
30 248 374 454 182 --- 122 171 165 39 39 34 77 
31 211 --- 454 212 --- 142 --- 163 --- 42 34 --- 

Total 5,656 5,900 12,169 9,059 5,733 4,354 5,219 5,218 1,172 1,245 1,128 1,164 
Mean 182 197 393 292 205 140 174 168 39.1 40.2 36.4 38.8 
Max 437 374 794 511 514 183 234 182 73 52 43 77 
Min 106 170 182 180 120 118 167 162 33 32 33 32 
Ac-ft 11,220 11,700 24,140 17,970 11,370 8,640 10,350 10,350 2,320 2,470 2,240 2,310 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1931 - 1963, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 277 469 655 713 870 848 989 1,282 1,121 200 133 198 
Max 571 2,529 4,283 3,435 2,341 3,032 3,278 3,990 2,958 728 309 400 
(WY) (1939) (1951) (1951) (1956) (1938) (1938) (1938) (1952) (1952) (1952) (1931) (1958) 
Min 3.76 13.6 29.4 56.6 45.0 34.5 7.02 11.3 11.3 17.1 17.2 10.0 
(WY) (1932) (1932) (1960) (1962) (1948) (1961) (1931) (1931) (1931) (1955) (1955) (1931) 
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SUMMARY STATISTICS 

 Water Years 1931 - 1963 

Annual mean  644   
Highest annual mean  1,507 1938  
Lowest annual mean  62.2 1960  
Highest daily mean  19,600 Dec   9, 1950  
Lowest daily mean  2.4 Oct   2, 1931  
Annual seven-day minimum  2.4 Oct   2, 1931  
Maximum peak flow  27,000 Nov 22, 1950  
Maximum peak stage  29.58 Nov 22, 1950  
Annual runoff (ac-ft)  466,700   
10 percent exceeds  1,680   
50 percent exceeds  346   
90 percent exceeds  28   

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1965 - 2013, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 392 406 441 733 792 775 746 728 584 397 256 242 
Max 1,716 1,979 2,825 4,746 4,285 4,711 4,179 3,869 2,736 2,561 1,462 1,067 
(WY) (1966) (1984) (1984) (1997) (1997) (1986) (2006) (2006) (1983) (1998) (1998) (1983) 
Min 2.12 23.3 38.5 33.1 20.2 9.34 9.02 8.66 8.34 9.24 6.58 5.13 
(WY) (1978) (1978) (1990) (1977) (1977) (1989) (1977) (1977) (1977) (1977) (1977) (1977) 

 
SUMMARY STATISTICS 

 Calendar Year 2012 Water Year 2013 Water Years 1965 - 2013 
Annual total  60,561    58,017    
Annual mean  165    159    540   
Highest annual mean    2,170 1983  
Lowest annual mean    21.8 1977  
Highest daily mean  794 Dec   2   794 Dec   2   5,240 Mar   8, 1986  
Lowest daily mean  32 Jun 14   32 Jul 19   0.23 Nov 15, 1977  
Annual seven-day minimum  33 Jul   2   33 Sep   5   0.24 Nov 12, 1977  
Maximum peak flow   962 Dec   2   5,340 Mar   8, 1986  
Maximum peak stage   8.58 Dec   2   23.31 Jan   9, 1997  
Annual runoff (ac-ft)  120,100    115,100    390,900   
10 percent exceeds  280    339    1,520   
50 percent exceeds  170    166    211   
90 percent exceeds  35    35    30   
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