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Water-Data Report 2013 

13027500 SALT RIVER ABOVE RESERVOIR, NEAR ETNA, WY 
Snake Headwaters Basin 

Salt River Subbasin 

LOCATION.--Lat 43°04′47″, long 111°02′14″ referenced to North American Datum of 1983, in SW ¼ NE ¼ sec.28, T.36 N., R.119 W., Lincoln County, WY, 
Hydrologic Unit 17040105, Etna quad., on right bank 3.4 mi northwest of Etna, and 8.0 mi upstream from maximum flow line of Palisades Reservoir. 

DRAINAGE AREA.--857 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1953 to current year. 

REVISED RECORDS.--WDR-US-2010: Drainage area. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 5,675.78 ft above NGVD of 1929 (levels by U.S. Bureau of Reclamation). 

REMARKS.--Records are good, except for the estimated daily discharges which are fair. Station equipment includes satellite telemetry. Diversions above 
station for power developments, industry, municipal supply, and irrigation of about 60,500 acres of which about 1,000 acres are below station (1966 
determination). For details on adjudication of diversions, see Remarks for this station in WSP 1347. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 5,090 ft³/s June 2, 1986, gage height, 5.71 ft; minimum, 160 ft³/s Jan. 7, 8, 1971, gage height, 
1.53 ft. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 1,140 ft³/s May 19, gage height, 2.96 ft; minimum, 317 ft³/s Jan. 21, 22, gage height, 1.75 feet. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=13027500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 447 500 476 396 397 383 579 727 903 452 424 397 
2 445 496 477 385 404 383 618 697 868 441 413 409 
3 441 493 508 356 397 393 688 704 828 436 410 425 
4 441 492 485 365 389 395 748 727 800 437 406 422 
5 442 488 499 369 388 390 839 743 775 443 404 418 

6 441 486 519 354 383 392 909 770 764 460 403 418 
7 444 489 497 348 377 395 862 806 776 473 398 428 
8 447 487 489 376 382 390 882 829 786 475 387 426 
9 445 499 444 395 388 387 812 863 808 471 389 425 

10 443 491 443 397 385 386 743 889 834 464 389 429 

11 440 482 460 393 371 386 724 907 871 460 385 435 
12 442 474 454 377 377 394 763 909 889 460 388 439 
13 440 471 449 359 384 388 796 951 855 462 390 442 
14 444 475 451 350 383 399 775 972 846 473 383 450 
15 444 474 453 358 380 417 715 932 820 466 374 455 

16 458 469 451 355 378 431 684 921 772 460 367 457 
17 468 468 454 343 379 448 669 1,000 723 466 364 457 
18 463 529 428 340 377 433 643 1,070 690 453 369 477 
19 466 548 399 337 379 419 629 1,100 627 439 363 461 
20 467 520 392 339 379 418 641 1,060 619 427 358 456 

21 462 501 399 336 377 440 662 1,010 598 420 368 449 
22 469 490 397 334 374 429 658 976 569 427 377 447 
23 496 476 422 333 378 418 649 948 549 412 380 440 
24 490 462 429 342 375 414 626 921 538 411 382 436 
25 493 471 417 360 377 407 620 907 515 414 378 492 

26 505 467 416 378 381 403 627 907 498 415 385 545 
27 505 460 420 398 379 408 666 900 487 409 406 537 
28 534 450 414 385 379 419 743 911 478 418 407 519 
29 536 452 391 379 --- 444 751 973 473 422 399 511 
30 517 455 388 379 --- 484 745 998 468 423 393 501 
31 505 --- 386 382 --- 534 --- 952 --- 422 397 --- 

Total 14,480 14,515 13,707 11,298 10,697 12,827 21,466 27,980 21,027 13,711 12,036 13,603 
Mean 467 484 442 364 382 414 716 903 701 442 388 453 
Max 536 548 519 398 404 534 909 1,100 903 475 424 545 
Min 440 450 386 333 371 383 579 697 468 409 358 397 
Ac-ft 28,720 28,790 27,190 22,410 21,220 25,440 42,580 55,500 41,710 27,200 23,870 26,980 
Cfsm 0.55 0.56 0.52 0.43 0.45 0.48 0.83 1.05 0.82 0.52 0.45 0.53 
In. 0.63 0.63 0.59 0.49 0.46 0.56 0.93 1.21 0.91 0.60 0.52 0.59 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1954 - 2013, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 600 572 503 442 427 470 943 1,662 1,479 847 602 614 
Max 912 838 712 589 702 1,121 2,204 3,586 3,522 2,467 1,041 961 
(WY) (1983) (1984) (1984) (2012) (1963) (1986) (1986) (1997) (2011) (2011) (2011) (1971) 
Min 336 347 340 315 294 299 503 306 275 271 266 342 
(WY) (1978) (1978) (2002) (2002) (2002) (2002) (1977) (1977) (1977) (1977) (1977) (1977) 
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SUMMARY STATISTICS 

 Calendar Year 2012 Water Year 2013 Water Years 1954 - 2013 
Annual total  224,480    187,347    
Annual mean  613    513    764   
Highest annual mean    1,272 1997  
Lowest annual mean    397 2001  
Highest daily mean  1,290 Apr 27   1,100 May 19   5,030 Jun   2, 1986  
Lowest daily mean  372 Aug 29   333 Jan 23   180 Jan   7, 1971  
Annual seven-day minimum  378 Aug 24   337 Jan 18   226 May 10, 1977  
Annual runoff (ac-ft)  445,300    371,600    553,800   
Annual runoff (cfsm)  0.716    0.599    0.892   
Annual runoff (inches)  9.74    8.13    12.12   
10 percent exceeds  1,040    823    1,490   
50 percent exceeds  517    448    560   
90 percent exceeds  413    378    376   
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