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13038000 DRY BED NEAR RIRIE, ID

Upper Snake Basin
|daho Falls Subbasin

LOCATION.--Lat 43°38'20”, long 111°42'58" referenced to North American Datum of 1983, in NE 74 NW % sec.35, T.4 N., R.40 E., Jefferson County, ID,
Hydrologic Unit 17040201, Heise quad., on right bank 30 ft downstream from county road bridge, 1.3 mi downstream from head, and 2.7 mi east of
Ririe.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--1923-27 and miscellaneous measurements during 1970-72 (formerly published as "Great Feeder Canal"), October 1976 to current
year (irrigation seasons only prior to 1977).

GAGE.--Water-stage recorder and crest-stage gage. Elevation of gage is 4,985 ft above NGVD of 1929, from topographic map.

REMARKS .--Records good except for estimated daily discharges, which are fair. Station equipment includes satellite telemetry. Canal occupies an old high
water channel of Snake River and is a diversion or feeder canal from Snake River to a group of canals. Flow from Snake River regulated by headgates
1.3 mi upstream from gage.

EXTREMES FOR PERIOD OF RECORD.--Maximum daily discharge, 5,110 ft3/s July 18, 2009; no flow at times some years.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water
. Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 13038000, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/13038000.2013. pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

DAILY MEAN VALUES
[e, estimated)]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 1,880 529 165 e152 172 163 11 945 3,680 3,780 2,310 2,050
2 1,870 363 166 el51 172 162 13 1,160 3,680 3,780 2,220 2,050
3 1,800 362 166 el50 170 162 13 1,430 3,690 3,780 2,110 2,060
4 1,780 351 163 el50 170 161 13 1,960 3,730 3,780 2,070 2,050
5 1,630 325 166 el51 170 162 13 2,250 3,810 3,770 2,090 2,050
6 1,640 324 167 e152 169 164 12 2,340 3,850 3,760 2,170 2,050
7 1,640 326 164 e153 168 165 12 2,680 3,850 3,760 2,170 2,040
8 1,580 328 161 elb4 169 164 11 3,040 3,870 3,770 2,170 2,030
9 1,520 327 161 el50 169 162 9.6 3,490 3,930 3,760 2,180 2,030
10 1,510 326 161 elb2 167 163 5.9 3,560 3,940 3,760 2,220 2,030
1" 1,500 330 166 el54 el67 162 1.9 3,840 3,940 3,760 2,220 2,020
12 1,500 330 166 e150 167 162 026 3,710 3,940 3,720 2,280 2,020
13 1,500 330 165 e148 167 162 0.00 3,760 3,940 3,610 2,480 2,010
14 1,500 334 165 el50 165 163 0.05 3,800 3,950 3,550 2,480 2,000
15 1,520 320 165 elb2 165 164 0.23 3,800 3,950 3,390 2,490 2,000
16 1,420 297 165 el50 165 161 3.0 3,790 3,700 3,240 2,460 2,000
17 1,400 299 168 e148 165 162 5.1 3,770 3,680 3,120 2,240 1,980
18 1,350 277 165 e150 165 161 4.3 3,780 3,680 3,090 2,110 1,960
19 1,340 265 e160 e155 165 160 4.2 3,630 3,670 2,910 2,070 1,870
20 1,270 266 elb4 el60 165 161 35 3,340 3,670 2,520 2,070 1,870
21 1,270 272 el50 el67 164 164 131 3,330 3,670 2,370 2,070 1,870
22 1,260 203 el50 ele4d 163 161 376 3,330 3,690 2,370 2,070 1,860
23 1,260 163 e152 el64 164 161 378 3,330 3,680 2,370 2,060 1,860
24 1,250 163 156 e166 165 161 376 3,340 3,680 2,370 2,060 1,860
25 1,250 168 153 e168 164 161 376 3,390 3,670 2,370 2,070 1,860
26 1,260 163 154 el72 164 161 470 3,810 3,670 2,410 2,070 1,850
21 1,020 162 153 178 162 161 661 3,460 3,660 2,490 2,070 1,860
28 941 162 152 175 162 161 730 3,510 3,700 2,490 2,060 1,860
29 908 162 el51 174 163 735 3,480 3,780 2,490 2,060 1,860
30 881 162 e152 173 162 730 3,530 3,780 2,490 2,060 1,870
3 842 e153 172 137 3,700 2,420 2,060
Total 43,292 8,389 4,955 4,905 4,660 4,999 5099.04 98,285 113,130 97,250 67,320 58,780
Mean 1,397 280 160 158 166 161 170 3,170 3,771 3,137 2,172 1,959
Max 1,880 529 168 178 172 165 735 3,840 3,950 3,780 2,490 2,060
Min 842 162 150 148 162 137 0.00 945 3,660 2,370 2,060 1,850

Ac-ft 85,870 16,640 9,830 9,730 9,240 9,920 10,110 194,900 224,400 192,900 133,500 116,600

Calendar Year 2012  Water Year 2013

Total 597,770.4 511,064.04
Mean 1,633 1,400
Max 4,770 3,950
Min 4.4 0.00
Ac-ft 1,186,000 1,014,000
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