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Water-Data Report 2013
13058529 WILLOW CREEK FLOODWAY CHANNEL AT MOUTH NEAR IDAHO FALLS, ID

Upper Snake Basin
|daho Falls Subbasin

LOCATION.--Lat 43°34'29”, long 112°02'53" referenced to North American Datum of 1983, in NE ¥4 NW % SE % sec.24, T.3 N., R.37 E., Bonneville County,
ID, Hydrologic Unit 17040201, Idaho Falls North quad., on left bank 80 ft upstream from mouth, and 4.5 mi north of Idaho Falls.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--October 1987 to current year. Published as station 13058549 for 1988-91 water years.

GAGE.--Water-stage recorder. Elevation of gage is 4,745 ft above NGVD of 1929, from topographic map. October 1987 to April 14, 1988 at datum 10.00 ft
higher.

REMARKS.--No estimated daily discharges. Records good. Station equipment includes satellite telemetry. Flow controlled by headgates. Floodway channel
built to carry excess flow from Willow Creek and Sand Creek during periods of flooding.

EXTREMES FOR PERIOD OF RECORD.--Maximum daily discharge, 1,010 ft3/s May 19, 2011; no flow for long periods.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water
. Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 13058529, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/13058529.2013 pdf
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

DAILY MEAN VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 240 1.7 0.00 0.00 0.00 0.00 0.00 117 17 3.8 7.1 83
2 231 0.00 0.00 0.00 0.00 0.00 0.00 55 13 5.4 16 76
3 234 0.00 0.00 0.00 0.00 0.00 0.00 12 4.2 13 33 108
q 201 0.00 0.00 0.00 0.00 0.00 0.00 25 5.6 1.2 25 257
5 158 0.00 0.00 0.00 0.00 0.00 0.00 39 7.0 3.1 19 267
6 142 208 0.00 0.00 0.00 0.00 0.00 41 4.4 3.0 13 250
7 140 274 0.00 0.00 0.00 0.00 0.00 17 2.8 2.6 24 243
8 141 289 0.00 0.00 0.00 0.00 0.00 16 1.6 1.3 25 246
9 154 290 0.00 0.00 0.00 0.00 0.00 19 2.3 1.0 22 262
10 139 289 0.00 0.00 0.00 0.00 0.00 38 7.1 1.3 4.3 289
1" 134 287 0.00 0.00 68 0.00 0.00 47 8.7 1.3 6.9 289
12 42 286 0.00 0.00 317 0.00 0.00 33 15 1.2 6.2 312
13 4.0 285 0.00 0.00 379 0.00 0.00 19 76 1.3 6.5 319
14 8.5 286 0.00 0.00 13 0.00 0.00 17 30 1.3 23 304
15 12 284 0.00 0.00 0.00 0.00 0.00 27 28 1.3 21 306
16 11 283 0.00 0.00 0.00 0.00 0.00 92 52 1.8 15 312
17 15 282 0.00 0.00 0.00 14 0.00 99 41 1.9 5.7 309
18 18 283 0.00 0.00 0.00 0.33 0.00 136 22 3.2 9.3 314
19 12 220 0.00 0.00 0.00 0.00 0.00 119 17 8.7 8.9 331
20 8.3 5.2 0.00 0.00 0.00 0.00 0.00 172 13 11 2.0 320
21 10 0.96 0.00 0.00 0.00 0.00 0.00 139 13 7.3 11 298
22 14 0.04 0.00 0.00 0.00 0.00 0.00 123 55 41 20 301
23 30 0.00 0.00 0.00 0.00 0.00 211 65 41 1.6 19 304
24 26 0.00 0.00 0.00 0.00 0.00 101 63 4.6 1.1 9.4 314
25 18 0.00 0.00 0.00 0.00 0.00 69 26 4.2 0.77 11 313
26 12 0.00 0.00 0.00 0.00 0.00 99 14 4.6 0.91 19 102
27 17 0.00 0.00 0.00 0.00 0.00 119 8.8 3.9 1.00 128 78
28 16 0.00 0.00 0.00 0.00 0.00 140 7.5 5.3 1.8 85 87
29 15 0.00 0.00 0.00 --- 0.00 83 10 4.8 5.2 99 79
30 11 0.00 0.00 0.00 0.00 124 5.4 4.8 5.4 88 69
31 11 0.00 0.00 0.00 21 2.5 85
Total 2,224.8 3,853.90 0.00 0.00 777.00 14.33 946.00 1,622.7 4225 100.38 867.3 7,142
Mean 71.8 128 0.00 0.00 27.8 0.46 31.5 52.3 14.1 3.24 28.0 238
Max 240 290 0.00 0.00 379 14 211 172 76 13 128 331
Min 4.0 0.00 0.00 0.00 0.00 0.00 0.00 5.4 1.6 0.77 2.0 69
Ac-ft 4,410 7,640 0.00 0.00 1,540 28 1,880 3,220 838 199 1,720 14,170
Calendar Year 2012  Water Year 2013
Total 21,314.29 17,970.91
Mean 58.2 49.2
Max 290 379
Min 0.00 0.00
Ac-ft 42,280 35,650
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