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Water-Data Report 2013
13153776 SNAKE RIVER BELOW BLISS DAM NEAR BLISS, ID

Upper Snake Basin
Upper Snake-Rock Subbasin

LOCATION.--Lat 42°54'52", long 115°05'33" referenced to North American Datum of 1927, in NE ¥4 NW % SE % sec.12, T.6 S., R.11 E., Eimore County, ID,
Hydrologic Unit 17040212, Ticeska quad., on right bank, 1 mi downstream from Bliss Power Plant.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--September 1991 to current year.
REVISED RECORDS.--WDR-ID-97-1: 1996
GAGE.--Water-stage recorder. Elevation of gage is 2,600 ft above NGVD of 1929, from topographic map.
COOPERATION.--Discharge records furnished by Idaho Power and reviewed by U.S. Geological Survey beginning April 2001.

REMARKS .--Flow regulated by American Falls Reservoir and several other smaller reservoirs upstream. Diurnal fluctuation caused by hydroelectric plants
upstream. At times, practically entire flow is diverted at Milner during irrigation seasons; only minor diversions below Milner; flow below Bliss Dam is
then derived largely from springs and seepage entering below Milner.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 41,000 ft3/s June 21, 1997, gage height, 23.93 ft; minimum, 4,550 t3/s Dec. 3, 2005, gage
height, 7.24 ft.

EXTREMES FOR CURRENT YEAR.--Maximum daily discharge, 8,770 ft3/s May 5; minimum daily, 5,330 ft3/s July 18.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water
. Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 13153776, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/13153776.2013 pdf
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http://waterdata.usgs.gov/nwis/nwisman/?site_no=13153776
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 7,470 6,840 7,600 6,450 6,560 6,280 5,500 6,550 8,530 5,430 7,380 6,030
2 7,450 6,840 7,460 6,380 6,540 6,250 5,440 6,560 8,380 5,360 7,420 6,130
3 7,450 6,820 7,390 6,430 6,600 6,230 5,470 8,280 8,070 5,410 7,370 6,250
q 7,660 6,880 7,400 6,390 6,410 6,280 5,380 8,520 7,300 5,480 7,380 6,290
5 7,680 6,850 7,630 6,380 6,470 6,240 5,400 8,770 6,570 5,540 7,440 6,790
6 7,700 6,810 7,400 6,300 6,540 6,200 5,460 8,670 5,990 5,710 7,350 6,810
7 7,780 6,820 7,090 6,450 6,520 6,220 5,470 8,520 5,630 5,700 7,370 6,820
8 7,830 6,830 7,230 6,380 6,390 6,200 5,870 8,460 5,560 5,730 7,510 6,660
9 7,830 6,990 6,890 6,310 6,400 6,150 6,020 8,430 5,510 5,820 7,670 6,710
10 7,740 7,030 6,720 6,410 6,420 6,170 6,140 8,100 5,550 5,730 7,330 6,650
1" 7,690 6,990 6,780 6,380 6,390 6,140 6,150 8,070 5,530 5,710 6,320 6,670
12 7,620 7,010 6,780 6,430 6,330 6,210 6,200 8,180 5,580 5,720 6,010 6,630
13 7,590 6,990 6,730 6,380 6,370 6,140 6,130 8,250 5,440 5,750 5,940 6,710
14 7,560 7,020 6,720 6,350 6,350 6,170 6,310 8,190 5,580 6,120 5,870 6,900
15 7,500 6,780 6,700 6,380 6,370 6,110 6,490 8,220 5,620 5,740 5,870 6,900
16 7,420 6,730 6,640 6,320 6,330 6,160 6,480 8,330 5,600 5,760 5,930 6,960
17 7,330 6,680 6,740 6,290 6,310 6,100 6,370 8,450 5,520 5,650 5,890 7,010
18 7,280 6,850 6,620 6,310 6,370 6,150 6,410 8,450 5,510 5,330 5,880 6,870
19 7,210 6,800 6,680 6,280 6,380 6,190 6,220 8,520 5,480 5,640 5,990 6,930
20 7,140 6,820 6,610 6,320 6,360 6,190 6,230 8,690 5,350 5,730 6,000 6,970
21 7,090 6,760 6,530 6,280 6,310 6,150 6,260 8,570 5,670 5,610 5,920 6,970
22 7,240 6,840 6,600 6,260 6,340 6,130 6,490 8,390 5,720 5,700 5,960 6,920
23 7,300 6,810 6,680 6,300 6,300 5,860 6,440 8,500 5,680 5,690 5,950 7,140
24 7,320 6,790 6,510 6,260 6,310 5,730 6,150 8,410 5,750 6,890 6,030 7,010
25 7,120 6,740 6,600 6,330 6,340 5,580 6,120 8,330 5,740 7,200 6,050 7,110
26 7,020 6,670 6,540 6,420 6,210 5,520 5,920 8,300 5,650 7,220 6,140 7,220
27 6,950 6,600 6,670 6,370 6,250 5,520 5,680 8,430 5,620 7,270 6,160 7,340
28 6,880 6,560 6,430 6,320 6,230 5,460 5,750 8,520 5,460 7,250 5,960 7,460
29 6,890 6,750 6,440 6,260 --- 5,470 5,830 8,720 5,420 7,380 6,010 7,270
30 6,870 7,430 6,520 6,540 5,640 6,030 8,720 5,350 7,330 5,950 7,410
31 6,850 6,540 6,520 5,340 8,650 7,370 5,980
Total 228,460 205,330 211,870 197,180 178,700 186,180 179,810 257,750 178,360 187,970 200,030 205,540
Mean 7,370 6,844 6,835 6,361 6,382 6,006 5,994 8,315 5,945 6,064 6,453 6,851
Max 7,830 7,430 7,630 6,540 6,600 6,280 6,490 8,770 8,530 7,380 7,670 7,460
Min 6,850 6,560 6,430 6,260 6,210 5,340 5,380 6,550 5,350 5,330 5,870 6,030

Ac-ft 453,200 407,300 420,200 391,100 354,500 369,300 356,700 511,200 353,800 372,800 396,800 407,700

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1992 - 2013, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 8,635 8,388 8,738 9,113 9,302 9,586 10,600 10,410 10,820 7,847 7,630 8,102
Max 14,710 13,110 14,780 15930 24,620 25,870 21,020 22,570 31,390 10,700 10,960 14,420
(Wy) (1998)  (1998)  (1999)  (1997)  (1997)  (1997)  (1997)  (2011)  (1997)  (2009)  (1997)  (1997)
Min 6,865 6,540 6,347 6,361 6,201 6,006 5,936 6,168 5,864 5,783 5,965 6,527

(WY) (2005)  (2008)  (2006)  (2013)  (2005)  (2013)  (2005)  (2002)  (2004)  (2004)  (2004)  (2004)
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SUMMARY STATISTICS
Calendar Year 2012 Water Year 2013 Water Years 1992 - 2013

Annual total 3,090,570 2,417,180

Annual mean 8,444 6,622 9,092

Highest annual mean 16,590 1997
Lowest annual mean 6,409 2004
Highest daily mean 16,200 Apr 5 8,770 May 5 39,900 Jun 21, 1997
Lowest daily mean 6,080 Aug 2 5,330 Jul 18 4,960 Aug 30, 2002
Annual seven-day minimum 6,170 Jul 27 5,420 Jun 28 5,420 Jun 28, 2013
Annual runoff (ac-ft) 6,130,000 4,794,000 6,587,000

10 percent exceeds 11,200 7,720 14,400

50 percent exceeds 7,580 6,450 7,550

90 percent exceeds 6,550 5,620 6,240
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