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Water-Data Report 2013
14302480 TRASK RIVER ABOVE CEDAR CREEK, NEAR TILLAMOOK, OR

Northern Oregon Coastal Basin
Wilson-Trask-Nestucca Subbasin

LOCATION.--Lat 45°26'47", long 123°42'33" referenced to North American Datum of 1927, in NW % SE % sec.30, T.1 S., R.8 W., Tillamook County, OR,
Hydrologic Unit 17100203, on right bank, 0.1 mi upstream from Cedar Creek, 6.8 mi east of Tillamook and at mile 10.95.

DRAINAGE AREA .--156 mi2, at Long Prairie Road bridge, 4.0 mi downstream, where all non-wading discharge measurements are made.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--April 1996 to current year.
GAGE.--Water-stage recorder and crest-stage gage. Elevation of gage is 70 ft above NGVD of 1929, from topographic map.

REMARKS.--Records fair except for estimated daily discharges, which are poor. No regulation. Water diverted from J.W. Barney Reservoir (capacity,
20,000 acre-ft) on Middle Fork of North Fork of Trask River into the headwaters of Tualatin River for municipal and industrial use and pollution
abatement.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--17 years (water years 1997-2013), 989 ft3/s, 86.15 in/yr, 716,600 acre-ft/yr.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 22,500 ft3/s Nov. 25, 1999, gage height, 21.77 ft; minimum discharge, 49 ft3/s Sept. 11, 2007.

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of Feb. 8, 1996, reached a stage of 23.2 ft, from floodmark, discharge, 25,800 ft3/s, on basis of slope-area
measurement of peak flow.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 8,000 ft3/s and (or) maximum (*):

Discharge  Gage height
Date Time (ft3/s) (ft)

Nov19 1700 *11,100 *16.08

Minimum discharge, 67 ft3/s, Oct. 6, gage height, 6.34 ft.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2014, Water-resources data for the United States, Water
. Year 2013: U.S. Geological Survey Water-Data Report WDR-US-2013, site 14302480, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2013/pdfs/14302480.2013 pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2012 TO SEPTEMBER 2013

DAILY MEAN VALUES
[e, estimated)]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 74 3,700 2,920 1,310 1,570 2,170 733 502 1,120 €260 126 97
2 72 2,810 3,370 1,180 1,330 1,910 703 476 968 €250 131 94
3 72 2,190 3,810 1,070 1,170 1,610 674 454 850 €240 128 95
4 70 1,710 5,300 1,030 1,060 1,380 672 432 759 €230 120 91
5 68 1,390 4,940 972 1,020 1,240 917 411 684 €220 116 96
6 68 1,190 3,480 938 1,110 1,200 1,330 392 628 e215 112 160
7 68 1,050 2,920 1,670 1,180 1,120 2,260 376 577 €210 109 140
8 69 943 2,620 2,410 1,080 1,020 2,710 363 537 €205 108 111
9 70 863 2,200 3,050 1,000 942 1,950 354 500 €195 107 98
10 72 795 1,870 2,520 942 887 1,640 340 470 186 107 91
1 72 779 1,700 1,960 884 847 1,390 330 455 181 134 87
12 91 1,630 1,760 1,600 876 817 1,200 320 449 177 117 85
13 142 1,440 1,610 1,370 885 778 1,120 325 485 173 111 84
14 127 1,190 1,510 1,210 848 748 1,130 324 421 168 107 81
15 439 1,050 1,460 1,100 808 741 1,070 310 387 163 114 82
16 733 950 1,920 1,010 787 811 999 312 364 160 113 99
17 293 916 5,190 950 767 926 929 300 348 159 106 104
18 223 1,200 3,840 919 731 856 847 309 338 156 103 104
19 239 7,990 3,070 907 729 827 1,030 339 334 153 100 92
20 361 6,440 4,860 889 712 1,640 1,030 285 372 150 97 88
21 442 4,250 3,740 855 856 1,970 946 317 332 147 95 104
22 426 3,200 3,150 810 1,400 1,650 870 465 306 140 93 170
23 559 2,940 2,910 801 1,980 1,400 797 1,560 319 139 93 300
24 611 3,770 2,630 787 1,600 1,230 735 1,840 367 134 95 252
25 754 2,860 2,590 814 1,720 1,110 682 1,450 371 131 95 246
26 599 2,200 2,570 911 1,640 1,020 636 1,110 368 127 102 175
27 769 1,750 2,650 977 1,470 955 595 1,120 341 124 127 182
28 1,760 1,450 2,360 1,270 1,760 913 573 1,130 317 125 110 2,080
29 4,030 1,280 2,020 2,020 860 602 1,280 €290 126 107 3,990
30 3,020 1,550 1,720 2,030 810 536 1,470 €270 124 120 4,840
31 3,530 1,490 1,870 772 1,310 123 106
Total 19,923 65,476 88,180 41,210 31,915 35,160 31,306 20,306 14,327 5,291 3,409 14,318
Mean 643 2,183 2,845 1,329 1,140 1,134 1,044 655 478 171 110 477
Max 4,030 7,990 5,300 3,050 1,980 2,170 2,710 1,840 1,120 260 134 4,840
Min 68 779 1,460 787 712 741 536 285 270 123 93 81
Ac-ft 39,520 129,900 174,900 81,740 63,300 69,740 62,100 40,280 28,420 10,490 6,760 28,400
Cfsm 412 14.0 18.2 8.52 7.31 7.27 6.69 4.20 3.06 1.09 0.70 3.06
In. 4.75 15.61 21.03 9.83 7.61 8.38 7.47 4.84 3.42 1.26 0.81 341
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1997 - 2013, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 354 1,516 2,160 2,228 1,504 1,595 1,051 631 417 174 111 149
Max 1,688 3,332 4,157 3,940 4,345 2,658 1,939 1,000 873 254 243 477
(Wy) (1998)  (2007)  (1997)  (2006)  (1999)  (2003)  (2011)  (2012)  (2010)  (1997)  (2004)  (2013)
Min 65.5 333 849 570 435 673 538 307 163 106 715 58.2
(WY) (2003)  (2003) (2001) (2001) (2005) (2001) (2000) (2007)  (2007)  (2003)  (2003) (2007)
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SUMMARY STATISTICS
Calendar Year 2012 Water Year 2013 Water Years 1997 - 2013
Annual total 479,573 370,821
Annual mean 1,310 1,016 989
Highest annual mean 1,449 1999
Lowest annual mean 461 2001
Highest daily mean 8,980 Mar 30 7,990 Nov 19 17,300 Nov 25, 1999
Lowest daily mean 68 Oct 5 68 Oct 5 51 Sep 10, 2007
Annual seven-day minimum 69 Oct 3 69 Oct 3 54 Sep 7, 2007
Annual runoff (ac-ft) 951,200 735,500 716,600
Annual runoff (cfsm) 8.40 6.51 6.34
Annual runoff (inches) 114.36 88.43 86.15
10 percent exceeds 3,090 2,450 2,390
50 percent exceeds 866 772 537
90 percent exceeds 92 104 89
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